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Disclaimer 

 
Halcrow Group Limited (óHalcrowô) is a CH2M HILL company. Halcrow has prepared this report 
in accordance with the instructions of our client Scarborough Borough Council (SBC) for the 
clientôs sole and specific use. Any other persons who use any information contained herein do 
so at their own risk. This report is a review of coastal survey information made available by 
SBC. The objective of this report is to provide an assessment and review of the relevant 
background documentation and to analyse and interpret the coastal monitoring data. Halcrow 
has used reasonable skill, care and diligence in the interpretation of data provided to them and 
accepts no responsibility for the content, quality or accuracy of any Third party reports, 
monitoring data or further information provided either to them by SBC or, via SBC from a Third 
party source, for analysis under this term contract. 
 
Raw data analysed in this report is available to download via the projectôs webpage: 
www.northeastcoastalobservatory.org.uk. The North East Coastal Observatory does not 
"license" the use of images or data or sign license agreements. The North East Coastal 
Observatory generally has no objection to the reproduction and use of these materials (aerial 
photography, wave data, beach surveys, bathymetric surveys), subject to the following 
conditions: 
 
1. North East Coastal Observatory material may not be used to state or imply the 

endorsement by North East Coastal Observatory or by any North East Coastal Observatory 
employee of a commercial product, service, or activity, or used in any manner that might 
mislead.  
 

2. North East Coastal Observatory should be acknowledged as the source of the material in 
any use of images and data accessed through this website, please state "Image/Data 
courtesy of North East Coastal Observatory". We recommend that the caption for any 
image and data published includes our website, so that others can locate or obtain copies 
when needed. We always appreciate notification of beneficial uses of images and data 
within your applications. This will help us continue to maintain these freely available 
services. Send e-mail to Robin.Siddle@scarborough.gov.uk 

 
3. It is unlawful to falsely claim copyright or other rights in North East Coastal Observatory 

material.  
 

4. North East Coastal Observatory shall in no way be liable for any costs, expenses, claims, 
or demands arising out of the use of North East Coastal Observatory material by a recipient 
or a recipient's distributees.  

 
5. North East Coastal Observatory does not indemnify nor hold harmless users of North East 

Coastal Observatory material, nor release such users from copyright infringement, nor 
grant exclusive use rights with respect to North East Coastal Observatory material.  
 

6. North East Coastal Observatory material is not protected by copyright unless noted (in 
associated metadata). If copyrighted, permission should be obtained from the copyright 
owner prior to use. If not copyrighted, North East Coastal Observatory material may be 
reproduced and distributed without further permission from North East Coastal 
Observatory. 

 
This study uses sea level monitoring data for Whitby and North Shields from the National Tide 
and Sea Level Facility, provided by the British Oceanographic Data Centre and funded by the 
Environment Agency. 
 
Some of the wave data presented and analysed in this report has been obtained from the Cefas 
WaveNet site (http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-
programmes/wavenet.aspx) and are subject to the Cefas data usage license as described on 
the next page. 
   

mailto:Robin.Siddle@scarborough.gov.uk
http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-programmes/wavenet.aspx
http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-programmes/wavenet.aspx
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Cefas Disclaimer: 
The data are provided "as is" and in no event shall Cefas be liable for any damages, including, 
without limitation, any disruption, damage and/or loss to your data or computer system that may 
occur while using this site or data. Cefas makes no warranty, express or implied, including the 
warranties of merchantability and fitness for a particular purpose; nor assumes any legal liability 
or responsibility for the accuracy, completeness or usefulness of any data, information, 
apparatus, product, or process disclosed; nor represents that its use would not infringe the 
rights of any third party. 
 
The material featured on this website is subject to Crown copyright protection unless otherwise 
indicated. The material must be acknowledged as Crown copyright in this manner: © Crown 
copyright, 2012 

You may use and re-use Crown copyright information featured on this website (not including 
logos) free of charge in any format or medium, under the terms of the Open Government 
Licence (see http://www.nationalarchives.gov.uk/doc/open-government-licence/). 

 

http://www.nationalarchives.gov.uk/doc/open-government-licence/
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Abbreviations and Acronyms 

 

Acronym / 

Abbreviation 
Definition 

AONB Area of Outstanding Natural Beauty 

CD Chart Datum 

DGM Digital Ground Model 

HAT Highest Astronomical Tide 

LAT Lowest Astronomical Tide 

MHWN Mean High Water Neap 

MHWS  Mean High Water Spring 

MLWN Mean Low Water Neap 

MLWS Mean Low Water Spring 

NTSLF National Tide and Sea Level Facility 

m metres 

OD Ordnance Datum 
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Glossary of Terms 

 

Term Definition 

Beach 

nourishment 

Artificial process of replenishing a beach with material from another 

source. 

Berm crest Ridge of sand or gravel deposited by wave action on the shore just 

above the normal high water mark. 

Breaker zone Area in the sea where the waves break. 

Coastal 

squeeze 

The reduction in habitat area which can arise if the natural landward 

migration of a habitat under sea level rise is prevented by the fixing of 

the high water mark, e.g. a sea wall. 

Downdrift Direction of alongshore movement of beach materials. 

Ebb-tide The falling tide, part of the tidal cycle between high water and the next 

low water. 

Fetch Length of water over which a given wind has blown that determines the 

size of the waves produced. 

Flood-tide Rising tide, part of the tidal cycle between low water and the next high 

water. 

Foreshore Zone between the high water and low water marks, also known as the 

intertidal zone. 

Geomorphology The branch of physical geography/geology which deals with the form of 

the Earth, the general configuration of its surface, the distribution of the 

land, water, etc. 

Groyne Shore protection structure built perpendicular to the shore; designed to 

trap sediment. 

Mean High 

Water (MHW) 

The average of all high waters observed over a sufficiently long period. 

Mean Low 

Water (MLW) 

The average of all low waters observed over a sufficiently long period. 

Mean Sea Level 

(MSL) 

Average height of the sea surface over a 19-year period. 

Offshore zone Extends from the low water mark to a water depth of about 15 m and is 

permanently covered with water. 

Storm surge A rise in the sea surface on an open coast, resulting from a storm. 

Swell Waves that have travelled out of the area in which they were generated. 

Tidal prism The volume of water within the estuary between the level of high and 

low tide, typically taken for mean spring tides. 

Tide Periodic rising and falling of large bodies of water resulting from the 

gravitational attraction of the moon and sun acting on the rotating earth. 

Topography Configuration of a surface including its relief and the position of its 

natural and man-made features. 

Transgression The landward movement of the shoreline in response to a rise in 

relative sea level. 

Updrift Direction opposite to the predominant movement of longshore transport. 

Wave direction Direction from which a wave approaches. 

Wave refraction Process by which the direction of approach of a wave changes as it 

moves into shallow water. 
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Preamble 

The Cell 1 Regional Coastal Monitoring Programme covers approximately 300km of the north 
east coastline, from the Scottish Border (just south of St. Abbôs Head) to Flamborough Head in 
East Yorkshire. This coastline is often referred to as 'Coastal Sediment Cell 1' in England and 
Wales (Figure 1). Within this frontage the coastal landforms vary considerably, comprising low-
lying tidal flats with fringing salt marshes, hard rock cliffs that are mantled with glacial sediment 
to varying thicknesses, softer rock cliffs and extensive landslide complexes.   
 

 
Figure 0.1 Sediment Cells in England and Wales 

 
The work commenced with a three-year monitoring programme in September 2008 that was 
managed by Scarborough Borough Council on behalf of the North East Coastal Group. This 
initial phase has been followed by a five-year programme of work, which started in October 
2011. The work is funded by the Environment Agency, working in partnership with the following 
organisations: 
 

 

 

 

 

   

 

 

 

 

 
  

http://www.northtyneside.gov.uk/
http://www.southtyneside.info/
http://www.sunderland.gov.uk/
http://www.redcar-cleveland.gov.uk/
http://www.hartlepool.gov.uk/site/index.php
http://www.scarborough.gov.uk/
http://www.eastriding.gov.uk/
http://www.environment-agency.gov.uk/
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The original three year programme of work was undertaken as a partnership between Royal 
Haskoning, Halcrow and Academy Geomatics. For the current five year programme of work the 
data collection associated with beach profiles, topographic surveys and cliff top surveys is being 
undertaken by Academy Geomatics. The analysis and reporting for the programme is being 
undertaken by Halcrow.  
 
Wave and tide data collection under the present phase of the programme started in January 
2013.  The data collection is being undertaken by Fugro Emu, and the new wave and tide data 
that will be collected will be available in near real-time on both the Channel Coast Observatory 
website and the www.northeastcoastalobservatory.org.uk website developed for this 
programme. 

 

 

 
 
The main elements of the Cell 1 Regional Coastal Monitoring Programme involve: 
 

¶ beach profile surveys  

¶ topographic surveys  

¶ cliff top recession surveys  

¶ real-time wave data collection 

¶ bathymetric and sea bed characterisation surveys  

¶ aerial photography 

¶ walk-over surveys 

 
The beach profile surveys, topographic surveys and cliff top recession surveys are undertaken 
as a óFull Measuresô survey in autumn/early winter every year. Some of these surveys are then 
repeated the following spring as part of a óPartial Measuresô survey.  
 
Each year, an Analytical Report is produced for each individual authority, providing a detailed 
analysis and interpretation of the óFull Measuresô surveys. This is followed by a brief Update 
Report for each individual authority, providing ongoing findings from the óPartial Measuresô 
surveys.  
 
In addition, separate reports are produced for other elements of the programme as and when 
specific components are undertaken, such as wave data collection, bathymetric and sea bed 
sediment data collection, aerial photography, and walk-over visual inspections. 
 
The present report is Wave Data Analysis Report 2. This provides an update to the analysis 
presented in the baseline wave data report and compares the wave data collected between 
January 2013 and January 2014, to the baseline established in Wave Data Analysis Report 1. 
 
 

http://www.northeastcoastalobservatory.org.uk/
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1. Introduction 

1.1. Study background and scope 

Wave data collection is an integral part of the Cell 1 Regional Coastal Monitoring programme. 
Under the present programme data collection commenced in June 2010 when two Waverider 
buoys were deployed at Whitby and Newbiggin in May 2010 by Cefas. These two buoys were 
decommissioned in June and November 2011 respectively. 
 
Under the current phase of the programme three new Waverider buoys have been deployed, 
located offshore from at Scarborough, Whitby and Newbiggin Ness. The data from these new 
buoys has been disseminated in near real time on the Cell 1 Regional Coastal Monitoring 
programme website at www.northeastcoastalobservatory.org.uk and the Channel Coast 
Observatory website http://www.channelcoast.org/. The data can also be downloaded from the 
Cefas website http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-
programmes/wavenet.aspx.  
 
Additionally, under the programme the existing tide gauge at Scarborough has been serviced 
and linked up to record concurrent water level data and a new tide gauge was deployed at 
Whitby. 
 
The present report is Wave Data Analysis Report 2 and provides an analysis of the wave data 
collected during 2013 as part of the programme. The report forms an update to the baseline 
assessment in Wave Data Analysis Report 1 (Halcrow 2013). It also takes into consideration 
other freely available data collected in the region, in particular the Cefas WaveNet Tyne Tees 
offshore wave buoy, tide gauge data from Whitby and Scarborough and recently available Met 
Office modelled hindcast data from 1980 to 2012 in order to extend the analysis undertaken in 
the baseline report and inform the assessment and interpretation of other data collected under 
the programme such as the beach, cliff and coastal defence monitoring. 
 

1.2. Study area and available wave and tide data 

The Cell 1 study area extends along the northeast coast of England, from the Scottish border 
through to Flamborough Head. The baseline report considered the data at each location shown 
in Figure 1.1 below. In accordance with the recommendations in the baseline report this update 
report concentrates on the following locations, progressing from North to South along the 
coastline: 
 

¶ Newbiggin wave buoy (Cell 1 programme), 

¶ South Shields NTSLF Class A Tide gauge ((NOC, formerly POL), 

¶ Tyne Tees wave buoy (Cefas / WaveNet), 

¶ Whitby wave buoy (Cell 1 programme), 

¶ Whitby NTSLF Class A Tide gauge (NOC, formerly POL), 

¶ Scarborough wave buoy (Cell 1 programme), 

¶ Scarborough tide gauge (Cell 1 programme), 
 
These locations are shown in Figure 1.2 below and more detailed location maps are shown in 
Appendix A. 
 

http://www.northeastcoastalobservatory.org.uk/
http://www.channelcoast.org/
http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-programmes/wavenet.aspxa
http://www.cefas.defra.gov.uk/our-science/observing-and-modelling/monitoring-programmes/wavenet.aspxa
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Note: green text denotes the wave buoys that were installed by Cefas within the Cell 1 programme. 

Figure 1.1 Study Area and data sets reviewed in the baseline report 
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Figure 1.2 Data sets reviewed in this report 

 

1.3. Methodology 

The wave data received from the deployments at Newbiggin Ness, Whitby and Scarborough 
were imported into the Shoreline And Nearshore Data System (SANDS) database set up for 
the Cell 1 Regional Monitoring project for analysis and for comparison with other datasets from 
the adjacent coastline.  
 
Detailed graphs of the significant wave height, maximum wave height, mean and peak period,  
peak direction and water temperature for the Newbiggin Ness, Whitby and Scarborough wave 
buoy locations can be found in Appendix B, C and D respectively. A report by Fugro-Emu 
describing the deployment of the instrumentation has been attached in Appendix F. Detailed 
plots of the tide gauge data and the 2013 report on analysis of the Scarborough tide gauge 
data by the Channel Coast observatory is provided in Appendix E. 
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It was identified in the baseline report that it was important to consider the Cefas WaveNet Tyne 
Tees offshore wave buoy as it has the longest consistent record offshore of the project area 
(deployed in December 2006). Data was therefore downloaded from the Cefas website 
http://cefasmapping.defra.gov.uk/Map and loaded into SANDS for inter-comparison.  
 
A new Met Office hindcast of modelled waves at locations around the UK coast became 
available through Cefas in 2013. The data covers the period 1st January 1980 to 31st December 
2012. This was not available at the time of preparation of the baseline report and so a 
preliminary analysis has been included in this report. The nearest point to the Tyne Tees 
offshore wave buoy has been downloaded and imported to SANDS for comparison to the 
measured data. 
 
The following wave analyses were carried out: 

¶ Wave roses were produced from the wave height and direction data at each location; 

¶ Scatter tables of peak period and wave height were generated at each location; and 

¶ Storm analyses were undertaken at each location. 
 

The data from 2013 were compared to the previous data. 
 
The water level monitoring data from the Scarborough tide gauge managed by Fugro-Emu for 
Scarborough BC was also downloaded for analysis.  The tide gauge deployed at Whitby under 
the programme has had operational problems and not yet returned useful data. However, data 
from the Class A gauge maintained by NTSLF at Whitby was also downloaded. Data were also 
obtained from the Class A NTSLF tide gauge at North Shields for inclusion in the analysis. 

1.4. Summary of new data available 

The new data sets considered in this report for comparison to the baseline data are listed in 
Table 1-1 below. 
 

Table 1.1 List of new datasets available for the 2013 to 2014 report 

Name of Location Type of 

Data 

Approx. 

Water 

depth (m) 

Start Time End Time 

Newbiggin Ness 

WB 

Wave 

Data 

23m 21/06/2013 31/01/2014  

(ongoing) 

North Shields 

NTSLF Tide 

Record 

Tidal 

Levels 

N/A 24/01/1946 31/01/2014 

(ongoing) 

Tyne Tees 

WaveNet Site 

(WMO ID 62293) 

Wave 

Data 

65m and 

66m 

07/12/2006 31/01/2014 

(ongoing) 

Met office wave 

model hindcast 

data at Tyne Tees 

Wave 

data 

(modelled) 

N/A 01/01/1980 31/12/2012 

Whitby Waverider 

Buoy 

Wave 

Data 

17m 17/01/2013 31/01/2014  

(ongoing) 

Whitby NTSLF 

Tide Record 

Tidal 

Levels 

N/A 01/01/1991 31/12/2013  

(ongoing) 

Scarborough 

WB* 

Wave 

Data 

19m and 

30m 

17/01/2013 31/01/2014  

(ongoing) 

Scarborough TG Tidal 

Levels 

N/A 28/04/2003 31/12/2013 

(ongoing) 
* Note that the location of the Scarborough WB was changed in June 2013. Data from the latter, further offshore 
location are designated as Scarborough WB2 in this report 

http://cefasmapping.defra.gov.uk/Map
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2. Analysis of data 

This section considers the data collected under the Cell 1 monitoring programme (i.e., the three 
wave buoys deployed by Fugro-EMU at Newbiggin Ness, Whitby and Scarborough 
respectively). It also reviews the longer term record for the Tyne Tees Cefas buoy and tide 
gauge data available from North Shields, Whitby and Scarborough. 

2.1. Newbiggin Ness Waverider Buoy 

The wave data in the baseline report for Newbiggin Ness was collected by the Cefas wave buoy 
deployed under the Cell 1 programme and published on the Cefas website. The baseline data 
set was just over 1 year and runs from 20/05/2010 to 07/06/2011.  
 
The new data for Newbiggin runs from 21/06/2013 when the new wave buoy was deployed by 
Fugro-Emu. Detailed monthly plots of the data collected are presented in Appendix B. 
 
Although we do not yet have a full yearôs data, the new data set has been compared to the 
baseline data using scatter plots and tables produced in SANDS using the time series data 
analysis facilities. 

2.1.1. Wave Height vs Peak Period 

The wave height and peak period for the baseline and new wave data records have been plotted 
together on a scatter plot (see Figure 2.1 below).  At Newbiggin the baseline data was collected 
by Cefas and runs from 20/05/2010 to 07/06/2011, whist the new data runs from 01/06/2013 to 
31/06/2014.  As both data sets are quite short no definitive conclusions can be drawn yet. 
Although the wave height / period relationship in Figure 2.1 appears similar there are some 
longer period waves observed in the new data set.  
 

 
Figure 2.1 Scatter plot of Wave Height Vs Peak Period at Newbiggin wave buoy 

2.1.2. Wave Rose 

Wave rose showing wave height distribution by direction are shown in Figures 2.2 and 2.3 
below.  The baseline plot in Figure 2.2 is a full yearsô data from the original deployment and 
shows that the waves predominantly approach the Newbiggin Ness wave buoy from the 
Northeast (30 to 60 degrees).   
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Comparing the wave rose in Figure 2.2 to the other locations analysed (see later in report) 
indicates that the Newbiggin Ness site is relatively sheltered from waves from the north. 
 
The new wave data available for this report covers less than a full year, but the wave rose 
plotted in Figure 2.3 shows a quite different directional distribution to the baseline plot, with a 
significant proportion of waves from the southeast. 

 
Figure 2.2 Wave Rose for Newbiggin wave buoy site (7/06/2010 to 7/06/2011) 

 

 
Figure 2.3 Wave Rose for Newbiggin WB site new data (21/06/2013 to 31/01/2014) 
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2.1.3. Storm Analysis 

The baseline report storm analysis of the Newbiggin Ness wave dataset undertaken using a 
wave height threshold of 3m and a storm separation threshold of 120 hours is shown in Table 
2.1. This analysis used the full data range available, from 20/05/2010 to 07/06/2011. The storms 
recorded at this wave buoy arrive from the northeast to east directions (47 to 105 degrees). 
The storm with the largest wave height at peak in the baseline report data set, highlighted in 
bold, occurred on 9th November 2010. 

 

Table 2.1 Storm analysis for Newbiggin Ness (20/05/2010 to 07/06/2011) 

General Storm Information At Peak 

Start Time End Time Duration 
(Hours) 

Peak of 
Storm 

Mean 
Dir  

(°) 

No of 
Events (30 

min 
dataset) 

Mean 
Dir 

Vector 
(°) 

Hs 
(m) 

Tp (s) Dir 

(°) 

Energy 
@ Peak 
(KJ/m/s) 

19/06/2010 
12:30 

20/06/2010 
09:00 

21 19/06/2010 
23:00 

48 39 43 3.9 10.3 51 3265 

06/09/2010 
18:30 

07/09/2010 
20:30 

26 07/09/2010 
15:30 

99 51 352 3.8 9.3 90 2465 

17/09/2010 
10:00 

17/09/2010 
15:30 

5.5 17/09/2010 
14:30 

53 4 42 3.0 12.1 51 2667 

24/09/2010 
03:00 

25/09/2010 
23:30 

45 25/09/2010 
10:00 

47 79 43 3.5 10.5 56 2728 

08/11/2010 
06:30 

10/11/2010 
00:30 

42 09/11/2010 
04:00 

89 70 2 5.2 9.3 84 4688 

28/11/2010 
23:30 

02/12/2010 
13:30 

86 29/11/2010 
20:00 

81 78 11 4.2 9.9 62 3445 

12/02/2011 
01:30 

12/02/2011 
12:00 

11 12/02/2011 
12:00 

100 4 0 3.2 8.1 73 1298 

19/02/2011 
06:00 

19/02/2011 
09:30 

3.5 19/02/2011 
08:30 

105 3 357 3.3 6.9 84 1013 

 
The results from a storms analysis for the full set of new data is shown in Table 2.2 below. The 
longest storm ran from 10th to 14th October and had peak wave height of 4.2m. There was one 
storm from the Southeast direction in the record, occurring on 1st January 2014. It is notable 
that the storm that occurred on 5th / 6th December 2013 causing widespread damage to beaches 
and coastal defences on the east coast had a peak wave height of 3.2m on the afternoon of 6th 
December at Newbiggin and while it had highest wave energy at peak and an unusually long 
wave period, it did not have the largest peak wave height. 

 

Table 2.2 Storm analysis for Newbiggin WB (data 21/06/2013 to 30/01/2014) 

General Storm Information At Peak 

Start Time End Time Durati
on 

(Hour
s) 

Peak of 
Storm 

Mean 
Dir  

(°) 

No of 
Events 
(30 min 
dataset) 

Mean 
Dir 

Vector 
(°) 

Hs 
(m) 

Tp 
(s) 

Dir 

(°) 

Energy 
@ Peak 
(KJ/m/s

) 

06/09/2013 
18:30 

06/09/2013 
22:30 

4 06/09/201
3 22:30 

 47  8 44.9 3.1 7.6 48 1,090 

10/10/2013 
00:30 

14/10/2013 
08:00 

103.5 10/10/201
3 18:30 

47  65 43.7 4.2 9.9 46 3,329 

30/11/2013 
01:00 

30/11/2013 
05:00 

4 30/11/201
3 05:00 

38  5 54.9 3.1 9.3 37 1,654 

06/12/2013 
01:30 

06/12/2013 
21:30 

20 06/12/201
3 16:30 

47  27 44.4 3.2 14.0 53 4,014 

01/01/2014 
16:30 

01/01/2014 
17:30 

1 01/01/201
4 17:30 

142  2 329.2 3.1 7.0 118 913 

19/01/2014 
05:30 

20/01/2014 
10:30 

29 19/01/201
4 20:00 

69  48 21.3 4.2 9.9 70 3,442 
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2.2. North Shields Tide gauge 

There is a tide gauge at North Shields that is operated continuously by the National Tide and 
Sea Level Facility (NTSLF) on behalf of the Environment Agency as part of the main UK tide 
gauge network. Information on this tide gauge installation is available on the NTSLF website: 
http://www.ntslf.org/tgi/portinfo?port=North Shields including the site history reproduced below. 
The Chart Datum at North Shields is 2.6m below Ordnance Datum 
(http://www.ntslf.org/tides/datum). Due to its location in the mouth of the estuary the recorded 
water levels can be influenced by high freshwater flows in the river Tyne. 

 
Site history: 
¶ 1946 ï Earliest data available 

¶ 1974 ï A Munro gauge was installed over one of the stilling wells and an Ott digital gauge 
over the other 

¶ 1984 ï The Ott digital gauge was removed and a Wellhead unit was installed 

¶ 1984 ï The DATARING system was installed with potentiometers attached to the Munro 
gauge and the Wellhead unit 

¶ 1993 ï All equipment removed while a new tide gauge building was built 

¶ 1993 ï New building completed and all equipment reinstated 

¶ 1998 ï Wind speed and direction instruments installed 

¶ 1998 ï Both stilling wells blocked - the POL diving team cleared the blockage 

¶ 2000 ï POL data logger installed. 

 
Table 2.3 Predicted tide levels at North Shields 

Tidal State Level (m Chart Datum) Level (m Ordnance Datum) 

HAT 5.73 3.13 

LAT 0.00 -2.60 

MHWS 5.12 2.52 

MHWN 4.08 1.48 

MLWN 1.90 -0.70 

MLWS 0.73 -1.87 

Highest predicted  2014 5.68 3.08 

Lowest predicted  2014 0.08 -2.52 

Highest predicted 2015 5.73 3.13 

Lowest predicted  2015 0.06 -2.54 

Note: Based on data from http://www.ntslf.org/tgi/portinfo?port=North Shields 

 
Data is available on the internet in real time (http://www.ntslf.org/data/realtime?port=North 
Shields) and quality controlled data can be downloaded from the British Oceanographic Data 
Centre (BODC) website. 
 
The full data set was downloaded and imported into SANDS for analysis alongside the other 
monitoring data. An example plot of the water level data from the NTSLF tidal gauge record at 
North Shields is shown in Figure 2.4 below to demonstrate data availability (Data Source: 
BODC, https://www.bodc.ac.uk/data/online_delivery/). The data are at hourly intervals prior to 
1993 and then at 15 minute intervals. The data were adjusted from Chart Datum to Ordnance 
Datum during import to SANDS. 
 
Although there is occasional data available from 1946, there are many large gaps in the record 
up until 1964, as illustrated in Figure 2.4, but the overall record appears very consistent. The 
spike in the high water levels shown near the end of the plot is the storm surge level of 3.98 
mOD at 16:15 on the 5th December 2013. This shows how exceptional the conditions were, 
with the previous maximum recorded water level of 3.56m occurring at 17:00 on 31st January 
1953 (note that prior to 1990 only hourly data are available and so the actual maximum water 
level in the 1953 storm event may have been higher than the recorded 3.56m). 
 

http://www.ntslf.org/tgi/portinfo?port=North%20Shields
http://www.ntslf.org/tides/datum
http://www.ntslf.org/tgi/portinfo?port=North%20Shields
http://www.ntslf.org/data/realtime?port=North%20Shields
http://www.ntslf.org/data/realtime?port=North%20Shields
https://www.bodc.ac.uk/data/online_delivery/
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Figure 2.4 Plot of water level data available at North Shields NTSLF Tide Gauge 

 
Extreme water level predictions from the Environment Agencyôs (EA) 2011 national Coastal 
Flood Boundary (CFB) Conditions study for a location offshore from North Shields are shown 
in Table 2.4 below. This indicates that the December 5th 2013 storm surge, which caused 
extensive damage to defences and beaches on the east coast had an annual exceedence 
probability (chance each year) of between 1 in 200 and 1 in 500 based on the analysis of 
previous data. 

 
Table 2.4 Predicted extreme tide levels at North Shields 

Annual Exceedence 
probability 

Extreme Level (m OD) 
from EA CFB Study 
(2011) 

Confidence intervals (m) 
from EA CFB Study 
(2011) 

Extreme levels from 
SANDS analysis of North 
Shields NTSLF(mOD) 

1 in 1 3.20 0.1 3.16 

1 in 2 3.27 0.1 3.25 

1 in 5 3.38 0.1 3.37 

1 in 10 3.46 0.1 3.46 

1 in 20 3.55 0.1 3.55 

1 in 25 3.58 0.1  

1 in 50 3.67 0.1 3.67 

1 in 75 3.72 0.1  

1 in 100 3.76 0.2 3.76 

1 in 150 3.82 0.2  

1 in 200 3.87 0.2 3.85 

1 in 250 3.90 0.2  

1 in 300 3.92 0.2 3.91 

1 in 500 4.00 0.3 3.97 

1 in 1,000 4.11 0.3  

Note: data from EA (2011), Chainage 3630 
 http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-
4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0 

 
The water level data from the North Shields tide gauge were also analysed in SANDS to derive 
extreme levels to compare to the EA 2011 CFB data. The Peak over Threshold approach was 
used, with a threshold of 2.5m and data bins of 0.1m. This analysis excluded the 5th December 

http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0
http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0
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2013 storm as its inclusion would affect the statistical results. The results, which had a good 
correlation coefficient of 0.995 for the Gumbel fit, are given in the right hand column of Table 
2.4 and are very similar to the results of the EA 2011 CFB study. Note that the confidence levels 
for the EA data should also be assumed to apply to the local data analysis undertaken with 
SANDS. The set of return periods derived in SANDS is different to the EA 2011 CFB study so 
results are not available to compare for all return periods. 
 

2.3. Tyne Tees WaveNet Buoy 

This buoy was deployed by Cefas in 2006 and continues to operate as part of the National 
Network managed by Cefas for the Environment Agency alongside the UK strategic tide gauge 
network. The wave buoy is located some 35km offshore in around 65m water depth and 
therefore potentially provides a suitable baseline of offshore data as the record extends from 
before the Cell 1 strategic programme commenced in 2008. 
 
The baseline report included a sample comparison of the recorded waves at Newbiggin and 
Whitby under the Cell 1 programme to the WaveNet buoy Tyne Tees buoy. This has been 
updated in Figure 2.5 below to additionally show the modelled data from the nearest Met Office 
hindcast location 2084. As noted in the baseline report there are generally similarities between 
the data sets but also some significant differences. During the early part of the record around 
the 9th October, see blue circle, the wave heights at the three sites were very similar.  
 
However, there are some storms, for example the one the 13th November 2010, circled in red 
in Figure 2.5, when storms were only picked up at the further offshore, Tyne Tees buoy and the 
hindcast at location 2084. Reviewing the wave direction data over this period shows that for 
Tyne Tees the waves were directed offshore (270 degrees) for this storm.  
 
Due to the fetch of around 40km for the dominant southwest to westerly winds it is not surprising 
that there are storms in the record from the buoy for periods when the wind is directed offshore 
at the coast. During periods of offshore winds the record at the Tyne Tees buoy will be 
dominated by locally generated wind waves, whereas the conditions at the closer inshore 
Newbiggin,  Whitby and Scarborough wave buoys would be sheltered and not affected by 
offshore directed winds so nearshore waves would be swell from the decaying previous storms.  
This serves to illustrate the need for the programme to continue with several strategic buoys 
fairly near to the coast rather than just relying on the Tyne Tees buoy.  
 
It is notable that the hindcast wave data, which is available from 1980 to 2012, show a very 
similar temporal record to the measured data at Tyne Tees, but the peak wave height on most 
storms is significantly under-estimated, with peak wave heights often 0.5m or more less than 
measured. This indicates that the model calibration is not good for peak storms in this location 
and that caution should be used and consideration given to adjusting or calibrating the Met 
Office hindcast offshore data if it is to be used as boundary conditions in coastal modelling 
studies. This is further illustrated by the plot in Figure 2.6 showing a comparison of predicted 
and measured storms in November and December 2009. 
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Figure 2.5 Comparison of recorded and modelled wave heights during winter 2010 

 

 
Figure 2.6 Comparison of recorded and modelled wave heights at Tyne Tees in 
winter 2009 

 
The data record which was reviewed at the Tyne Tees wave buoy for the baseline report ran 
from December 2006 to September 2012. A scatter table and wave rose was produced for the 
buoy using five full years of wave data. Storm and extremes analyses were also carried out and 
are shown in the sub-sections below. 

2.3.1. Wave height vs Wave Period 

The distribution of the wave height, peak and zero crossing period for the wave data record has 
been plotted as a scatter plot (see Figure 2.7 below). The largest storms recorded have a peak 
period of 12.4 and 13.4 seconds (see Table 2.8 below). 
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Figure 2.7 Scatter plot of Wave Height Vs Peak Period at Tyne Tees wave buoy site 

 

2.3.2. Wave Rose and Wave Direction Scatter Tables 

The wave rose for Tyne Tees in Figure 2.8 has been updated to include 7 full years of wave 
data. The plot shows that the majority of the waves come from the north to north-northeast (0-
30 degrees). There is a small secondary peak from the south east (120-150 degrees).  Due to 
the offshore location of this buoy there are also small peaks from the southwest and northwest, 
although of course these would represent calm periods at the coast. 
 

 
Figure 2.8 Wave Rose at Tyne Tees wave buoy site (WMO ID 62293) 
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The associated wave height and wave period vs wave direction data are provided below in 
Table 2.5 and Table 2.6 respectively. 

 
Table 2.5 Wave Height and Direction Scatter Table for Tyne Tees WaveNet Site 

 
Location: Tyne/Tees WaveNet Site (WMO ID62293);  
Date range :01/01/2007 to 21/12/2013 (6.5 years of data accounting for gaps) 
Offshore Wave Direction Peak (x) vs Offshore Wave Height Hm0 (y), showing numbers of 30 min observations. 

 
Table 2.6 Wave Period and Direction Scatter Table for Tyne Tees WaveNet Site 

 
Location: Tyne/Tees WaveNet Site (WMO ID62293);  
Date range :01/01/2007 to 31/12/2013 (.5 years of data accounting for gaps) 
Offshore Wave Direction Peak (x) vs Offshore Peak Wave Period Tp (y), showing numbers of 30 minute observations. 

 

2.3.3. Extremes Analysis 

The extremes analysis undertaken for the Tyne Tees buoy location in the baseline report has 
been updated. As previously, a peak wave height threshold of 4.6m was used, which provided 
45 peaks in 7.2 years. The Gumbel distribution used for extrapolation gives a good correlation 
coefficient of 0.9917 and the visual fit appeared satisfactory. Given the length of the record, the 
data should only be considered reliable up to a 1 in 30 year return period. The results of the 
extremes analysis are shown in Table 2.7 below. 
 

Table 2.7 Extremes Analysis for Tyne Tees buoy 

















http://www.ntslf.org/tgi/portinfo?port=Whitby
http://www.ntslf.org/tides/datum
http://www.ntslf.org/tgi/portinfo?port=Whitby
http://www.ntslf.org/data/realtime?port=Whitby
https://www.bodc.ac.uk/data/online_delivery/


http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0
http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0
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http://evidence.environment-agency.gov.uk/FCERM/en/Default/FCRM/Project.aspx?ProjectID=F162D56F-87C4-4F14-B77B-A8A3EFDB363F&PageId=a0fe6dfc-506a-452c-9bff-a7ec06b4e6b0
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