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ACCESS TRACKS MAY ONLY ——
BE REQUIRED ON ONE SIDE
DEPENDING ON LOCATION, SEE
AREA SITE PLAN DRAWINGS
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PERMANENT ACCESS TRACK 5000.
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MADE TO EXISTING SURFACE
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300mm OF EXISTING TOPSOIL
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WIDTH REQUIRED FOR TEMPORARY AND

PERMANENT ACCESS TRACK 5000.
NO ALTERATIONS TO BE
MADE TO EXISTING SURFACE

VARIES FROM 500mm
TO 2500mm
300

TIMBER POSTS OR FENCE TO BE
INSTALLED WHERE NOTED ON THE
AREA SITE PLAN DRAWINGS

WIDTH REQUIRED FOR TEMPORARY AND

ACCESS TRACKS MAY ONLY ——
BE REQUIRED ON ONE SIDE
DEPENDING ON LOCATION, SEE
AREA SITE PLAN DRAWINGS

WIDTH REQUIRED FOR TEMPORARY AND

PERMANENT ACCESS TRACK 5000.
NO ALTERATIONS TO BE
MADE TO EXISTING SURFACE

s

4

MATERIAL EXCAVATED TO FORM CHANNELS TO
BE REUSED IN CONSTRUCTION OF EMBANKMENTS

VARIES

1000

EXISTING TOPSOIL RE—-LAID 250mm
THICK ON NEW CHANNEL PROFILE.
TOPSOIL TO BE SEEDED WITH LOW
MAINTENANCE GRASS SEED MIX
GERMINAL A3 OR SIMILAR APPROVED

TYPICAL CHANNEL CROSS SECTION
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TOPSOIL TO BE SEEDED WITH
LOW MAINTENANCE GRASS SEED
MIX GERMINAL A3 OR SIMILAR
APPROVED

MATERIAL EXCAVATED TO FORM CHANNELS TO
BE REUSED IN CONSTRUCTION OF EMBANKMENTS
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TYPICAL DETAIL EMBANKMENT AND CHANNEL
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(o) HaskoningDHV UK Ltd.

NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED
OTHERWISE.

2. ALL LEVELS ARE IN METRES RELATIVE TO ORDNANCE
DATUM NEWLYN UNLESS NOTED OTHERWISE.

3. ANY LAND DRAINS BENEATH NEW CONSTRUCTION TO
BE REMOVED, REINSTATED OR CAPPED AS
APPROPRIATE.

4. ALL DIMENSIONS SHOWN ARE APPROXIMATE.

NOT FOR
CONSTRUCTION
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